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Typical Applications

Explosive Dust

• TNT/Gunpowder Plants

• Airbag Manufacturing

• Light Metals (Al, Mg, Ti) 
Processing/Machining

• Fertilizer

Material Handling

• Conveying

• Dumping

• Mixing

Rubber Grinding

• Rubber Rolls

• Tire Buffing

Metalworking

• Grinding

• Cutting

• Buffing/Polishing

Chemicals

• Conveying

• Dumping

• Mixing

Mining

• Crushing

• Screening

• Material Handling Dryers



Type N RotoClone®

1 1⁄2 .5 .5 6.0
2 1⁄2 .5 .5 6.0
4 .5 .5 8.0
6 .5 .5 8.0
8 .5 1.0 11.0

12 .5 1.0 14.0
16 .5 1.0 22.0
20 1.0 1.5 22.0
24 1.0 1.5 34.0
28 1.0 2.5 40.0
32 — 2.5 40.0
36 — 2.5 40.0
40 — 2.5 40.0
44 — 2.5 60.0
48 — 2.5 60.0

Normal Water Supply Rates 
AAF Type N RotoClones

Arrangement B Arrangement C Arrangement D
GPM Supplied GPM Supplied GPM Supplied

20 PSI 20 PSI 40 PSI
RotoClone 

Size

With high temperature air, evaporation must be compensated for by increased water
rates. A safe approximation will be 0.2 gpm of additional water per 1000 cfm for each
100∞F of temperature reduction in the RotoClone.

World Class Quality
Many of the technologies   used to
control air pollution were originally
developed by AAF. Our facilities
are specifically designed to
manufacture and test complex air
pollution control products. During
the entire production process, our
operations are governed by our
ISO 9001 certified quality system.

Special Conditions
Special situations or space
limitations may require that the
Exhauster be positioned
someplace other than the
standard top mount. If this is
necessary, the Exhauster can be
mounted in a remote location. For
positive pressure operations, the
Exhauster can also be located in
front of the Type N RotoClone.

1 1⁄ 2 2,600 90 1,600 6,300 300 2,300 3,700 120 2,100
2 1⁄2 2,800 90 1,700 6,400 300 2,400 3,800 120 2,200

4 4,200 140 2,300 9,500 470 3,200 5,200 180 2,800
6 5,900 220 3,000 11,400 540 4,200 8.100 330 3,700
8 8,200 295 4,200 13,200 530 6,100 10,700 390 5,500

12 11,200 440 5,300 16,500 650 7,800 15,000 605 6,900
16 14,000 510 7,200 28,500 1,370 10,200 20,800 900 8,800
20 17,900 730 8,100 33,600 1,650 11,600 26,800 1,250 10,100
24 21,900 880 10,100 40,300 1,950 14,300 31,400 1,290 14,200
28 24,900 1,025 11,900 46,000 2,220 16,400 36,800 1,510 16,600
32 — — — 51,100 2,500 17,700 43,500 1,925 17,800
36 — — — 56,300 2,775 19,300 50,000 2,250 20,000
40 — — — 64,500 3,050 23,800 58,300 2,500 24,900
44 — — — 70,200 3,330 25,800 62,900 2,690 27,000
48 — — — 76,100 3,610 27,900 67,400 2,880 29,000

Shipping and Operating Weights 
AAF Type N RotoClones

Arrangement B Arrangement C Arrangement D

*Operating Shipping Operating Shipping Operating Shipping
Wt. Lbs. Water Weight Wt. Lbs. Water Weight Wt. Lbs. Water Weight

Size w/Fan Cap. Gal. w/Fan w/Fan Cap. Gal. w/Fan w/Fan Cap. Gal. w/Fan

*Operating weights are based on the maximum sludge capacity with a sludge weight of 100 lbs. per cubic foot.

AAF has a policy of continuous product research and
improvement and reserves the right to change 

design and specifications without notice.
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